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ALUMINUM COVER WITH GALVANIZED 
STEEL BIG SMOKY UL/FM VENTS - 

MILCOR

CATEGORY: SMOKE VENTS
SKU: U-LPAG

1-800-431-8651
TOLL FREE PHONE:

info@bestroofhatches.com
EMAIL:

1-888-828-6021
FAX:

NOTES: 

5/8" DIA 
PIVOT PINS 

13-1/2

3-1/2

1. 

.063 ALUM. LAMINA TED COVER WllH 2" STYROFOAM 
[COMPLIES WITH REQUIREMENTS OF CLASS "A" BURNING BRAND 
TEST (UL 790)] 

BACKING (22 GA. GALV REQ'D 
ON ALUMINUM COVERS ONLY) 

COVER LINER .063 ALUM. 

HYDRAULIC SHOCK 
ABSORBER (WINTERIZED) 

POLYURETHANE GASKET AROUND EN11RE PERIMETER 

HEAVY DUTY 
DUAL LATCH ASSEMBLY TORSION SPRING 

16GA. GALV. CURB EXTENSION SPRINGS AND QUAN11TY VARIES 
J60" FUSIBLE LINK WITH SIZE 

1" FIBERBOARD INSULATION INSIDE MANUAL RELEASE W/20' CABLE LENGTH 

OPENING WIDlH ,_____________ (SEE TABLE) -------------

CABLE RELEASE 

OPENING LENGlH 
(SEE TABLE) 

1 7/16" DIA. HOLES 1-1/4" FROM OUTSIDE EDGE 
SECTION A-A ARE PROVIDED ALONG PERIMETER (24" MIN. O.C.) 

OF FLANGE FOR MOUN11NG. 

EXTENSION SPRINGS 

LATCHES , 2 PER LEAF 

I7"11Mt---UI--SHOCK ABSORBER 

ORDER Will NOT BE � FOR FABRICATION UNTIL SIGNED COPY IS 
RECEIVED. 

OUTSIDE MANUAL RELEASE 
TORSION SPRING 

(QTY VARIES WllH SIZE) 

* LISTED BY UNDERWRITERS' LABORATORIES
* APPROVED BY FACTORY MUTUAL (SNOW RA TE 10 PSF)

DRAWN 

* APPROVED BY FACTORY MUTUAL (UP-LIFT PRESSURE 225 PSF)
* CURB WIDTHS X LENGTHS BETWEEN THE STANDARD LISTED SIZES ARE CUSTOM.

JOB NO. 
UP LIFT PRESSURE WAS 30 PSF 03 17 10 
CHANGED TO 360 LINK SHEET 
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call us at 1-800-431-8651
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